
1. GİRİŞ

MKR-W09/MKR-W10/W10D gecikme zamanına sahip mikroişlemci kotrollü 

aşırı/düşük gerilim koruma rölesidir. Cihaz 3 fazlı sistemler için özel tasarlanmış 

olmakla birlikte tek fazlı sistemlerde de kullanılabilir.  

2. CİHAZIN ÇALIŞTIRILMASI

MKR-W09/MKR-W10/W10D her hattın gerilim değerini algılar ve gerektiği 

durumlarda röleyi kapatır veya açar. Cihazların başlıca kullanım alanı, klima 

koruma sistemleri olmakla beraber gerilim salınımlarının çok etkili olduğu 

işletmelerin motor işletim koruma sistemlerinde de kullanılmaktadırlar. 

3. BAĞLANTI ŞEMALARI

 Şekil -1 Bağlantı Şeması Monofaze Bağlantı için 

 Şekil -2 Bağlantı Şeması 3 Fazlı Bağlantı için 

4. TEKNİK ÖZELLİKLER

Çalışma Gerilimi (Un)  3 Faz      220VAC   3 Faz  +  1 Nötr 

Çalışma Gerilimi (Un)   Monofaze 220VAC   1 Faz  +  1 Nötr 

Çalışma Aralığı      (0.8-1.2)xUn 

Çalışma Frekansı 50/60 Hz

Kontak Çıkışı 250V-5A 

Alçak Gerilim Koruması 0,7 Un   (MKR-W11D 0.9Un) 
Yüksek Gerilim Koruması 1,15 Un (MKR-W11D 1.1Un) 
Açmada Gecikme Zamanı MKR-W09: 5-15 dak.  

MKR-W10: 0-10 sn. 

MKR-W10D: 0-10 dak. 

MKR-W11D: 0-10 dak 

Bağlantı Şekli Raya montaj 

Koruma Sınıfı IP 20

Plastik Materyal V0 yanmaz  

Çalışma Sıcaklığı -25oC … +65oC

Ağırlık 90 gr.

5. KULLANIM VE GÜVENLİK ŞARTLARI

Cihazın doğru ve güvenli kullanımı için aşağıdaki hususlara uyulması gerekir; 

• Cihaz bağlanırken bütün enerjiyi kesiniz.

• Cihazı solvent veya benzeri bir madde ile temizlemeyiniz.

• Bağlantı şemasına göre bağlantıları kontrol ediniz.

• Arızalı cihazlar sadece yetkili bayii veya üretici tarafından tamir 

edilmelidir.

Bu şartlara uyulmaması, ciddi yaralanmalar ve ölümcül sonuçlara neden olabilir.  

Bu şartların dikkate alınmaması durumunda doğabilecek sonuçlardan üretici 

firma veya yetkili satıcı sorumlu değildir.

6. MEKANİK BOYUTLAR
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1. INTRODUCTION

MKR-W09/MKR-W10/MKR-W10D are microcontroller based under/over voltage 

protection relay with the fixed time delay intervals. Devices are designed for 

operation in 3 phase systems. But however, also can operate in mono phase systems. 

The relevant connections are shown below. 

2. USAGE OF MKR-W09/W10/W10D

MKR-W09/MKR-W10/MKR-W10D are designed to sense, monitor and measure the 

voltage of each line. The relay switches on or off the system for protection purpose 

when the voltage values are not in the allowed ranges. MKR-W09/MKR-W10/MKR-

W10D are mainly used for the protection of Air Conditioning Units (AC) and against 

for voltage fluctuations in motor  and motor-run devices (for motor protection).  

3. CONNECTION DIAGRAMS

  Figure-1 MKR-W09 Connection Diagram 

  Figure-2 MKR-W10 Connection Diagram 

4. TECHNICAL SPECIFICATIONS

Operating Voltage (Un) 3 Phase  220VAC  3Phase + 1Neutral 

Operating Voltage (Monophase) 220VAC  1Phase + 1Neutral 

Operating Range     (0.8-1.2)xUn 

Operating Frequancy 50/60 Hz

Contact Output 250V-5A, 24VAC-DC 5A 

Low Voltage Trip Level 0,7 Un   (MKR-W11D 0,9 Un) 
High Voltage Trip Level 1,15 Un (MKR-W11D 1,1 Un) 

 Delay Time MKR-W09: 5-15 min.  

MKR-W10: 0-10 sec. 

MKR-W10D: 0-10 min. 

MKR-W11D: 0-10 min. 
Mounting Type DIN Rail Mounted 

Protection Class IP 20

Plastic Material V0 Nonflammable

Operating Temperature -25oC … +65oC

Weight 90 gr.

5. SAFETY & WARNING INSTRUCTIONS

• Turn off power during connection/wiring.

• Check correct mains voltage/wiring terminal.

• Installation shall only be performed by qualified personnel.

• Do not use any solvent or alike for cleaning.

6. MECHANICAL DIMENSIONS
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